CLYA M-49

Surface v —
Mur ‘
Plafond l l
201,6 130.3]
i 73,20 i
Jii 1 o
1719
_ Fournir;
Corps: Polycarbonate 9301502 0,37, 230V~50H 0,25Wmax, 230V 3 6VAY 48V 1 6Wmax
P44 Température de couleur: 4000 K, 6000 K
K04 Température de fonctionnement: 0/40 °C, -20/40 °C
Flux assigne: 10 ~ 45 Im Auto-test

Rendement lumineux permanent: 45 Im

Autonomie: O h, 1h,5h
Batterie: LiFeP0O 4

Temps de charge: 12 h

EN-60598-1 EN-60598-2-22 EN-62034 NF-413 @ @

NF-467 NF-C71-800 NF-C71-805 NF-C71-820
UTE-C71-802 UTE-C71-803

Les informations sont valides au 12/08/2026, mais ne doivent pas étre interprétées comme une garantie des performances ou 1/2
des caractéristiques du produit. Nous nous réservons le droit de modifier les spécifications et les conceptions sans préavis.


https://zemper.com/fr-fr/
https://www.youtube.com/watch?v=oTJ2zf1l7Pw
https://www.youtube.com/watch?v=oTJ2zf1l7Pw

FLYA M-45

*NP: Non permanent. Le luminaire fonctionne sur I'alimentation de secours uniquement en cas d’interruption de I'alimentation secteur normale.

45-10 Im NP 1-6h  2x3.2V-0.5An LiFePOs  LEM-3001LX

45-10 Im NP 1-6h  2x3.2V-0.5An LiFePOs  LEM-3001LXN
451m NP 1h 3.2V-0.5Ah LiFePO4 LEM-3045LX
451m NP 1h 3.2V-0.5Ah LiFePO4 LEM-3045LXN

45-10 Im NP 1-5h 3.2V-0.5Ah LiFePO4 LEM-3001LD+

45-10 Im NP 1-5h 3.2V-0.5Ah LiFePO4 LEM-3001LD+N
451m NP 1h 3.2V-0.5Ah LiFePO4 LEM-3045LD+
451m NP 1h 3.2V-0.5Ah LiFePO4 LEM-3045LD+N

45-10 Im NP 1-5h 3.2V-0.5Ah LiFePO4 LEM-3001LW

45-10 Im NP 1-5h 3.2V-0.5Ah LiFePO4 LEM-3001LWN
451m NP 1h 3.2V-0.5Ah LiFePO4 LEM-3045LW
451m NP 1h 3.2V-0.5Ah LiFePO4 LEM-3045LWN
451m 451m P N/A LEM-0448/23
451m 451m P N/A LEM-0448/23N
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*P: Permanent
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Les informations sont valides au 12/08/2026, mais ne doivent pas étre interprétées comme une garantie des performances ou 2/9

des caractéristiques du produit. Nous nous réservons le droit de modifier les spécifications et les conceptions sans préavis.


https://zemper.com/fr-fr/
https://zemper.com/def/tecs.php?R=LEM-3001LX&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3001LXN&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3045LX&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3045LXN&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3001LD+&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3001LD+N&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3045LD+&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3045LD+N&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3001LW&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3001LWN&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3045LW&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-3045LWN&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-0448/23&L=FR&M=France
https://zemper.com/def/tecs.php?R=LEM-0448/23N&L=FR&M=France
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https://zemper.com/def/tecs.php?R=APE002&L=FR&M=France
https://zemper.com/def/tecs.php?R=APE003&L=FR&M=France
https://zemper.com/def/tecs.php?R=APE003&L=FR&M=France
https://zemper.com/def/tecs.php?R=APE003&L=FR&M=France
https://zemper.com/def/tecs.php?R=APE003&L=FR&M=France
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